ADDENDUM NO. 2

TO
ITB 24-1018
FOR
MCTYRE PARK CULTURAL CENTER PH I AND Il - AMPHITHEATER
AND AMPHITHEATER BATHROOM

TO ALL APPLICANTS:
The following changes are issued to add to, modify and/or clarify ITB 24-1018:

1. Please refer to the attached “Frequently asked Questions” document and for additional answers
and clarification associated with ITB 24-1018.
2. Please replace the following plan sheets with the attached updated versions:

Sheet A-1A
Sheet E-0.1
Sheet E-1.4
Sheet E-2.2
Sheet E-5.2
Sheet LS-1A
Sheet P-003
Sheet S-0.00
Sheet S-2.01

All else remains the same. This document must be signed and returned as part of your ITB response.
Failure to return this document signed may result in your ITB Response being rejected as non-responsive.
Name of Proposer:
Name of Individual Authorized to Sign:
Title:
Signature:
Date:




CITY OF WEST PARK

FREQUENTLY ASKED QUESTIONS
For ITB 24-1018

McTYRE PARK CULTURAL CENTER PHASE I & 11
AMPHITHEATER & BATHROOM

. Do you have an existing signage/logo vendor? If so, please provide contact information?
Answer: An existing signage/logo vendor has not been provided.

Is there a site lighting required? If so, please provide plan and schedule.
Answer: No site lighting has been proposed.

Could you provide the required quantities in the bid form?

Answer: The bid form shall remain unchanged with lump sum pricing per division as
indicated in Exhibit I. The proposer shall be responsible for examining the contract
documents and determining the scope of work and quantities required to complete each
division in its entirety. All work not listed in the Bid Form/Divisions but required in order to
furnish and install all elements as intended, shall be included in the proposal.

Is permit fee waived or reimbursable?
Answer: A permit allowance has been included in Exhibit I.

Please confirm if the existing asphalt base needs to be removed. Can we reuse the existing
base?
Answer: The existing base can be reused so long as the specifications in the plans are met.

. Please provide custom bench details.

Answer: See revised Sheet A-1A

According to the riser diagram, the transformer is referenced in Sheet E1.2, but it is not
included in the plan set. Please clarify.
Answer: Sheet number i1s E1.4, transformer is shown.
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10.

11.

12.

13.

14.

E5.1 electrical riser shows a 60amp main disconnect for the Lift Station feeding a control
panel - There is a panel A shown that appears to feed the pumps and a Receptacle. Is the
control panel and panel A one in the same. If so, would this panel need to feed the lift station
controller and not the pumps independently? Please clarify Panel A and its location.

Answer: Yes, panel A is shown to quantify the load connected to the lift station control
panel. See civil sheet C5.6 of the Civil set of drawings. This shows the lift station details,
requirements, and control panel.

Electrical plans E1.4 note 4 show 2-6” PVC conduits for portable cables A-1A cable chase
detail shows 8". Please verify conduit size.

Answer: Conduit for pass-thru to be 8”. See revised note on E1.4.

Panel schedule shows ckts 12,14,16 & 24,26,28 3 phase 100amps for Band power shows
floor boxes at location. Can you provide specifications for boxes and receptacle or
termination connection requirement.

Answer: Specifications for this specialty receptacle are not currently available.

Panel schedule shows 5 hp irrigation pump and 3 HP horsepower pump but locations not
shown on the electrical plans.

Answer: See revised sheet, noted as future.

There are discrepancies between fixture tags on architectural ceiling plan and electrical
fixture plans. Fixture tags are conflicting, fixture tags missing and W1 fixture missing from
Electrical plans. Please confirm that we should follow the Architectural plans for counts they
appear to be more accurate but electrical room are missing tags should we count them as D1
fixtures.

Answer: Lighting fixture tags updated on Sheet E-2.2 to match architectural plan.

Electrical and architectural plans show 2 exit fixtures, while Life safety plan shows 2
additional exit signs, one in the electric room and one in opposing exterior room. Do these
need to be added?

Answer: Only two exit signs required. See revised architectural sheet LS-1 A.

Specifications for the 200-amp Company Switch shown on the Electrical Riser on sheet E5.1

Answer: Specification added to sheet EO.1

Page 2 of 3
FAQs for ITB # 24-1018:
McTyre Park Cultural Center PH | & Il Amphitheater & Bathroom



15.

16.

17.

18.

19.

Electrical feeder sizes for the Lift Station to the Control Panel shown on Lift Station
Electrical Riser Diagram on sheet ES.1

Answer: Sheet E5.1 shows feeders to LS control panel.

Regarding the upcoming bid for the McTyre Park Cultural Center Project, I have snipped the
paragraph below from the Project Drawings, Sheet S-0.00 "Structural Notes", Section
033001 "Concrete". The project cannot be bid on by a contractor with the supplier as
specified. The company listed no longer exists as specified: "Barrier One, Inc." filed for
Chapter 7 bankruptcy liquidation in 2023. This company name as specified no longer exists.
The company has reformed under the name Barrier One Concrete Admixtures with a new
product brand "MVRA-CPS", and the company has relocated from Apopka, FL to Winter
Garden, FL. Consequently, there is no correct product reference standard for a contractor to
base their bid.

Answer: See attached revised sheet S-0.00. Product was updated to Barrier One CSX
admixture. We have confirmed that Barrier One Company is still active manufacturing and
selling products. See below contact information.

Dewayne R. Thomas, CSI CCPR NOMA
National Sales and Technical Manager
Plant: 640 Garden Commerce Parkway
Winter Garden, F1 34787

Office: (800) 562-9986

Cell: (407) 374-0206

Direct: (770) 580-5359
dthomas@barrierone.com

Please provide missing Sheet P-003.

Answer: See attached missing sheet P-003

Please provide prevailing wage rate.

Answer: A prevailing wage rate has not been provided for Phase I Amphitheater. However,
as explained in the Project Manual and during the mandatory pre-bid conference, the Phase 11
Amphitheater Bathroom is being funded in part by the Broward County CDBG. All HUD
Federal Rules and regulations pertaining to this building are applicable. Federal Davis-Bacon
wage rates for classifications have been included in the boilerplate section.

Does this project require two separate bid bonds for Phase I and Phase 11?

Answer: No.
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1/4" GALV. STEEL PLATE.

8" DIAM. FRICTION FIT PVC
PIPES W/ BRONZE CLEAN
OUT PLUGS CHAINED TO
S.S. STEEL EYELET ON
BOTH SIDES.

1/4" GALV. STEEL PLATE.

8" DIAM. FRICTION FIT
PVC PIPES W/ BRONZE
CLEAN OUT PLUGS
CHAINED TO S.S.
STEEL EYELET ON
BOTH SIDES.

<1 CABLE CHASE DETAIL -

SOIL TREATMENT NOTE:

TERMITE PROTECTION SHALL BE PROVIDED BY REGISTER
TERMITICIDES, INCLUDING SOIL APPLIED PESTICIDES,
BAITING SYSTEMS, AND PESTICIDES APPLIED TO WOOD, OR
OTHER APPROVED METHODS OF TERMITE PROTECTION
LABELED FOR USE AS A PREVENTATIVE TREATMENT TO
NEW CONSTRUCTION. SEE SECTION 202, REGISTERED
TERMITICIDE. UPON COMPLETION OF THE APPLICATION OF
THE TERMITE PROTECTIVE TREATMENT, A CERTIFICATE OF
COMPLIANCE SHALL BE ISSUED TO THE BUILDING
DEPARTMENT BY THE LICENSED PEST CONTROL COMPANY
THAT CONTAINS THE FOLLOWING STATEMENT: THE
BUILDING HAS RECEIVED A COMPLETE TREATMENT FOR THE 101
PREVENTION OF SUBTERRANEAN TERMITES. TREATMENT IS
IN ACCORDANCE WITH RULES AND LAWS ESTABLISHED BY
THE FLORIDA DEPARTMENT OF AGRICULTURE AND

CONSUMER SERVICES.

FLOOR PLAN LEGEND:

DENOTES NEW INFILL CMU WALL / NEW CMU WALL

DENOTES CORE-FILL 500 TAILORED FOAM INSULATION. PROVIDE
CORE-FILL 500 TAILORED FOAM INSULATION TO ACHIEVE AND R-
VALUE OF 6.9 IN ALL CONCRETE BLOCK CELLS. SUBMIT SHOP
DRAWINGS FOR ARCHITECT REVIEW AND APPROVAL. (SEE
STRUCTURAL DWGS)

WALL TYPE, SEE DETAILS ON SHEET A-500.

DOOR TAG (SEE DOOR SCHEDULE)

NO. REVISION DATE

Permit Set 3-6-2024
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ADD ALTERNATE #1. BUILDING
ADDITION DRESSING ROOMS,
WALKWAYS AND STAIRS.
ADDITIONAL SF: 604

ADD ALTERNATE #1 BENCH.

ADD ALTERNATE #1 WALL
MIRROR.

ADD ALTERNATE #1 SEALED
CONCRETE FLOOR. (TYP.)

ADD ALTERNATE #1
COUNTER. SEE DETAIL THIS
SHEET.

ADD ALTERNATE #1 WALL
MIRROR.

I J

A-1A

3

ELECTRICAL
PANEL &
METER.

43|_0||

ADD ALTERNATE #1 LOCKERS.

ADD ALTERNATE #1 WALL
MIRROR.

ADD ALTERNATE #1
COUNTER. SEE DETAIL THIS
SHEET.

ADD ALTERNATE #1 SEALED
CONCRETE FLOOR. (TYP.)

ADD ALTERNATE #1 PROVIDE FULL LENGTH
FRAMELESS TEMPERED MIRROR ALONG THIS WALL.
SUBMIT PROJECT SPECIFIC SHOP DRAWINGS
SHOWING LAYOUT, ELEVATIONS, LOCATION AND
INSTALLATION DETAILS FOR ARCHITECT REVIEW 5

PRIOR TO FABRICATION.

ADD ALTERNATE #1 PLASTIC
LAMINATE BENCH. FINISH: PL-1

SCALE: 1/4"=1-0"

GENERAL NOTES:

1. SEE FINISH SCHEDULE AND PLAN FOR FLOOR AND
WALL FINISHES.

2. SEE CEILING, ELECTRICAL AND MECHANICAL SHEETS
FOR GRILLE, LIGHT, AND RECEPTACLE RELOCATION
PLANS.

3. SEE SHEET A-8 FOR WALL TYPES

4. CONTRACTOR TO COORDINATE ALL WORK WITH
OWNER'S REPRESENTATIVE

5. MODULAR LOCKERS TO BE PROVIDED BY OWNER
VENDOR AND INSTALLED BY CONTRACTOR.

MR afh a2t st alhs

CONSULTANT:

NOTE:

- Allowable stresses shall not be exceeded for
materials used when a vertical or horizontal
force of 250 pounds (1112 N) is applied at any
point on the seat, fastener, mounting device,
or supporting structure.

- GC to provide engineered shop drawings for \/\

A.O.R. review prior to fabricaiton
WALL AS SCHEDULED K\

20"
PL-1

ALUMINUM FRAME.

PROVIDE (6)LEGS LOCATED j\

AT BOTH ENDS AND MID ~

SPANS IN LONGITUDINAL

DIRECTION . COLOR TO BE

SELECTED BY OWNER. \

3/4" PLASTIC LAMINATE
BENCH TOP

11/2" x 1 1/2" ANODIZED

1 l_6l|

PROVIDE CONCRETE ———
ANCHORS W/ MIN 2"
EMBEDMENT @ EA. LEG.

(TYP.)

PROVIDE 1/4" MOUNTING —— L
PLATE @ EA. LEG. (TYP.) e

/2 TYP. BENCH DETAIL

w SCALE: 11/2"=1-0"

WALL MOUNTED MIRROR.
LENGHT TO MATCH COUNTERTOP

LENGTH.

COUNTERTOPAND BACKSPLASH
TO MATCH.

GC TO COORDINATE
WIRE MOLD. SEE

¥ ELECT. DWGS
& PL-1 s WOOD NAILER
- SECURED TO
%ﬁ COUNTER
L-BRACKET
SECURED TO
STUD AND WOOD
BLOCKING
MICA FINISHED PLYWOOD
COUNTER TOP. CAULK SUPPORT
JOINTS COLOR TO MATCH BRACKET (TYP.)
MICA.
©
« EXPOSED BLOCK PAINTED. \
P-1 /
SC-1
eSS NTERIOR EXTERIOR —=—

/3 TYP. COUNTERTOP DETAIL
w e T

NIKOLAS P. MARCHAN,
REGISTERED ARCHITECT NO.
101074
STATE OF FLORIDA

DATE: 3/6/2024

3501 SW 56th Avenue West Park, Florida

City of West Park - Amphitheater

|

CPZ ARCHITECTS,

4316 WEST BROWARD BOULEVARD

PLANTATION, FLORIDA 33317
PHONE: (954) 792-8525 FAX:(954) 337-0359

AA#26000685 WWW.CPZARCHITECTS.COM

DRAWING TITLE:

Proposed Floor Plan

DRAWN: CC

CHECKED: CPZ

DATE: 3-6-2024

SCALE:As indicated

PROJECT NO. 1974

SHEET:

A-1 A




2. THE ABOVE FIXTURE SCHEDULE IS PREDICATED ON PERFORMANCE AND IS DESIGNED TO MEET CERTAIN AESTHETIC CRITERIA. ALL ALTERNATIVE SELECTIONS MUST BE SUBMITTED TO THE ARCHITECT FOR APPROVAL TEN (10) DAYS PRIOR TO BID DATE.

3. SUBMITTAL MUST INCLUDE ITL CERTIFIED PHOTOMETRIC FILES FOR REVIEW OF EQUALITY.

4. NO SUBSITUTIONS ALLOWED.

ETC®

PowerSafe

®s @

LISTED LISTED

,/'

Company Switch Series

GENERAL INFORMATION

GENERAL INFORMATION (CONT.)

PowerSafe Company Switches come in two models: FEATURES (CONT.)

PowerSafe Pro : 100A, 200A, 400A
PowerSafe Compact : 100A, 200A

¢ Power Indicators: LEDs light up to show that power is
on/available between each phase and neutral
¢ Lockout/Tagout: Accepts third-party locks on built-in bracket

PowerSafe Pro sets a new standard in safety and size. It offers for support of NFPA 70E safety lockout/tagout procedures

important new features: locking connection covers, shunt-trip-

protected doors that can lock connection covers in place while APPLICATIONS

output power is present, and lockout/tagout brackets.

PowerSafe Compact offers safety in a smaller size. This model

Entertainment venues requiring temporary power, such as:

Theaters Convention centers Auditoriums

does not include the connector chamber, dual neutral, tie-off, LED Exhibition halls ~ Studios Performing arts centers

worklights or support for 400A capacity, which allows the PowerSafe

Compact model to be more compact.

Arenas Casinos Stadiums

A fault-current-limiting option provides additional safety in the event ORDERING INFORMATION

of a short circuit, by limiting the energy available at the output of the
switch. This option reduces the available fault current via ultra-fast
current-limiting fuses, allowing safe connection of equipment with
lower SCCR (Short Circuit Current Rating) and reducing arc-flash

hazard.

Company Switch

ENCLOSURE
MODEL NUMBER MAX BREAKER RATING BREAKER OPTION

400A
PSP 400A

In addition to safety features, both models provide 65kA SCCR 200A
ratings with 100% rated breaker for lighting, sound, scenery, and 100A

stage equipment.

FEATURES
PowerSafe Pro

PSC 200A 200A
100A

¢ PowerSafe compartment: Protects against access to output Model Number Examples:

connections while the cabinet is energized
¢ Double Neutral: Supports 200% rated neutral
¢ LED Worklight Option: Illuminates interior and
output lugs
PowerSafe Compact

o Safety bracket: Locks access to hinged covers over all

connections while the door is closed
All Models
¢ Shunt trip safety interlock
o

PSP-200 is a 200A PowerSafe Pro
PSC-100 is a 100A PowerSafe Compact
Options

PS-CL Fault-Current-Limiting option

PS-FKIT All Female cam-style Outputs*

PSP-SR Strain Relief tie-off option for PowerSafe Pro**

*All company switches come standard with male, neutral and ground
cam-style configurators. Designation of all female cam-style connectors

SCCR: Provides 65,000A Short Circuit Current Rating is optional and must be specifically stated in purchase order.
¢ Iso Ground: Allows field configuration of isolation between ** Strain Relief tie-off option is not available in PowerSafe Compact.

enclosure ground and equipment ground

¢ Output Connections: Accommodates single-pole cam-style
connectors and up to 4/0 class K cables using 500kcmil

screw terminal

=TC.

10f4

ETC® PowerSafe

Company Switch Series

SPECIFICATIONS

GENERAL
e UL and cUL Listed
¢ Meets/exceeds all applicable NEC standards
o Satisfies safety requirements for lockout/tagout
¢ Short Circuit Current Rating (SCCR): 65,000A RMS symmetrical
MECHANICAL
¢ Wall-mount unit with integral keyhole fixing points
¢ 16-gauge welded steel cabinet, rated NEMA 1
¢ Locking swing hinged door with clamp latch
e ETC Sensor styling with fine-textured, scratch-resistant epoxy paint
¢ Secondary door for access to bare-end tie-ins
e Conduit entry via top or side (see manual)
¢ Solid, top and side panel free of conduit knockouts to allow for greater flexibility in contractor conduit entry
¢ Integral breaker lockout bracket supports standard lockout/tagout procedures to prevent any persons from turning the breaker “on”
while the lock is in place
ELECTRICAL
e Power input:120/208V — Three-phase, four-wire plus ground
e Copper and aluminum feeders are allowed
* 65,000 AIC 100% rated 100A, 200A, or 400A breaker
e 65,000A SCCR symmetrical rated system
¢ Optional fault-current-limiting fuses reduce available let-thru current to connected portable equipment
¢ Reverse neutral and ground cam-style connector configuration
e Current transformers can optionally be installed in the field for connection to external third-party power meters
o Safety interlock disconnects output power when cabinet door is opened
PROTECTION FROM LIVE CONNECTIONS
PowerSafe Pro
e Door-covered “Fingered” cable entry for safe access through the front of the panel
e “Fingered” cable entry made of foam rubber surface for prevention of wear and tear on cabling
PowerSafe Compact
¢ Swing-hinged brackets lock covers in place until the front door is opened, preventing connector insertion under power

WIRE SPECIFICATION CHART

Circuit Breaker Input Lug Wire Specification

3 Phase 3 AWG - 1/0
100A Neutral 4 AWG - 500 kcmil
Ground 6 AWG - 250 kcmil

3 Phase 3/0 - 500 kcmil
400A Neutral (double) 4 AWG - 500 kemil
Ground 4 AWG - 500 kcmil
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20 AMP DUPLEX RECEPTACLE (NEMA 5—20R) WITH GROUND FAULT CIRCUIT INTERRUPTER,
MOUNT AT 18" A.F.F. TO CENTER LINE OF OUTLET. UNLESS NOTED OTHERWISE.

20 AMP DUPLEX RECEPTACLE (NEMA 5-—20R) MOUNTED ABOVE COUNTER
SEE ARCHITECTURAL DRAWINGS FOR SPECIFIC REQUIREMENTS.

20 AMP DUPLEX RECEPTACLE (NEMA 5-—20R) WITH ISOLATED GROUND, MOUNT AT 18" A.F.F.
TO CENTERLINE OF OUTLET UNLESS OTHERWISE NOTED.

20 AMP QUADRUPLEX RECEPTACLE (NEMA 5-20R) WITH ISOLATED GROUND, MOUNT AT 18"
A.F.F. TO CENTERLINE OF QUTLET UNLESS OTHERWISE NOTED.

20 AMP DUPLEX RECEPTACLE (NEMA 5-20R), RECESS FLOOR MOUNTED. PROVIDE BRASS
COVER PLATE AND CARPET FLANGE.

20 AMP DUPLEX RECEPTACLE (NEMA 5-20R), CEILING MOUNTED.
SPECIAL—PURPOSE RECEPTACLE
JUNCTION BOX

SINGLE GANG JUNCTION BOX FOR POWER CONNECTION TO MODULAR FURNITURE SYSTEM
INSTALL IN EXACT MANNER AS DIRECTED BY FURNITURE SUPPLIER.

DOUBLE GANG JUNCTION BOX FOR TELEPHONE/DATA CONNECTION TO MODULAR FURNITURE
SYSTEM. INSTALL IN EXACT MANNER AND LOCATION AS DIRECTED BY FURNITURE

SUPPLIER. EXTEND (2) 3/4” EMPTY CONDUITS FROM JUNCTION BOX TO ABOVE
CEILING AND TERMINATE WITH INSULATING BUSHING 6" FROM WALL.

TELE/POWER POLE FOR TELEPHONE/DATA/POWER CONNECTION TO MODULAR FURNITURE
8 WIRE SYSTEM (SEE DETAIL THIS SHEET). INSTALL IN EXACT MANNER AND LOCATION
AS DIRECTED BY FURNITURE SUPPLIER, WIREMOLD CATALOG # 25DTP—4D W/IVORY FINISH.

SPECIAL PURPOSE RECEPTACLE MOUNTED BELOW RAISE FLOOR.

EXHAUST FAN. SEE MECHANICAL DRAWINGS FOR SPECIFICATIONS.

SINGLE POLE, 20 AMP, SWITCH. MOUNT 46" A.F.F. TO CENTERLINE OF SWITCH UNLESS
OTHERWISE NOTED.

3—WAY, 20 AMP, SWITCH. MOUNT 46" A.F.F. TO CENTERLINE OF SWITCH UNLESS
OTHERWISE NOTED.

SINGLE POLE, 20 AMP, SMITCH WITH DIMMER. MOUNT 46" A.F.F. TO CENTERLINE OF SWITCH
UNLESS OTHERWISE NOTED.

MOTOR RATED SWITCH

VACANCY SENSOR SWITCH, WATTSTOPPER, MOUNT 46" A.F.F. TO CENTERLINE OF SWITCH
UNLESS OTHERWISE NOTED.

TWO POLE, 30 AMP SWITCH. MOUNT ADJACENT EQUIPMENT TO BE CONTROLLED.

FACTORY MOUNTED DISCONNECT/STARTER (SEE MECHANICAL SCHEDULE)

FUSIBLE DISCONNECT SWITCH A = POLES, B= FRAME SIZE, C= FUSE RATING

FUSIBLE MOTOR STARTER DISCONNECT SWITCH A = POLES, B= NEMA SIZE, C= FUSE RATING
GROUNDING ELECTRODE & CONDUCTOR SYSTEM

TRANSFORMER

ELECTRICAL PANELBOARD
TELEPHONE WOOD BACKBOARD

WEATHERPROOF

TIME CLOCK
RELOCATED

EXISTING TO REMAIN
ABOVE FINISH FLOOR

CEILING MOUNTED DUAL TECHNOLOGY MOTION SENSOR BY WATTSTOPPER.
CEILING MOUNTED LOW VOLTAGE DUAL TECHNOLOGY MOTION SENSOR BY WATTSTOPPER.

CEILING MOUNTED DAY LIGHTING SENSOR. SENSOR TO CONTROL THE DIMMING OF ALL FIXTURES
WITHIN 15" OF THE WINDOWS WITH IN ROOM.

ELECTRICAL SHEET INDEX

ELECTRICAL NOTES, LEGEND & INDEX

SITE POWER PLAN

LIGHTING PLAN

PHOTOMETRIC PLAN

EMERGENCY PHOTOMETRIC PLAN

POWER PLAN

ELECTRICAL RISER DIAGRAM

11. CITY OF WEST PARK BUILDING CODE. (AMENDMENTS TO FLORIDA BUILDING CODE FBC 2023)
12. ADDITIONALLY, DESIGNS, WORK PRACTICES AND CONDITIONS MUST CONFORM WITH THE
OCCUPATIONAL SAFETY AND HEALTH ACT OF 1970 (OSHA)

D. DO NOT SCALE THE ELECTRICAL DRAWINGS. REFER TO ARCHITECTURAL PLANS AND ELEVATIONS
FOR EXACT LOCATION OF ALL EQUIPMENT. CONFIRM WITH OWNER'S REPRESENTATIVE.

E. IT IS NOT THE INTENT OF THESE PLANS TO SHOW EVERY MINOR DETAIL OF CONSTRUCTION. THE
CONTRACTOR IS EXPECTED TO FURNISH AND INSTALL ALL ITEMS FOR A COMPLETE ELECTRICAL SYSTEM
AND PROVIDE ALL REQUIREMENTS NECESSARY FOR EQUIPMENT TO BE PLACED IN PROPER WORKING ORDER.

F. CONTRACTOR SHALL GUARANTEE ALL MATERIALS AND WORKMANSHIP FREE FROM DEFECTS FROM A
PERIOD OF NOT LESS THAN ONE YEAR FROM DATE OF ACCEPTANCE.

G. CORRECTION OF ANY DEFECTS SHALL BE COMPLETED WITHOUT ADDITIONAL CHARGE AND SHALL INCLUDE
REPLACEMENT OR REPAIR OF ANY OTHER PHASE OF THE INSTALLATION WHICH MAY HAVE BEEN DAMAGED
THERE BY.

H. ALL REQUIRED INSURANCE SHALL BE PROVIDED FOR PROTECTION AGAINST PUBLIC LIABILITY AND
PROPERTY DAMAGE FOR THE DURATION OF THE WORK.

CONTRACTOR SHALL PAY FOR ALL PERMITS, FEES, INSPECTIONS AND TESTING. CONTRACTOR

TO OBTAIN PERMIT AND APPROVED SUBMITTALS PRIOR TO BEGINNING WORK OR ORDERING EQUIPMENT.
THE TERM "PROVIDE” USED IN THE CONSTRUCTION DOCUMENTS AND SPECIFICATIONS SHALL MEAN THAT
THE CONTRACTOR IS TO FURNISH, INSTALL AND CONNECT COMPLETE.

PART 2 — PRODUCTS

A. MINIMUM WIRE SIZE SHALL BE #12 A.W.G. (EXCEPT AS NOTED OTHERWISE FOR CONTROL WIRING). ALL
CONDUCTORS SHALL BE 98% CONDUCTIVITY, COPPER WITH "THHN—THWN” INSULATION UNLESS OTHERWISE
NOTED.
ELECTRICAL METALLIC TUBING (EMT) SHALL BE OF BEST QUALITY STEEL, SMOOTH INSIDE AND OUT
AND SHALL BE HOT-DIPPED GALVANIZED.
OUTLET BOXES SHALL BE PRESSED STEEL IN DRY LOCATIONS, CAST ALLOY WITH THREADED HUBS
IN WET OR DAMP LOCATIONS AND SPECIAL ENCLOSURES FOR OTHER CLASSIFIED AREAS.
RIGID NONMETALIC CONDUIT SHALL BE SCHEDULE 40 PVC.
ALL MATERIALS SHALL BE NEW AND BEAR UNDERWRITERS' LABELS WHERE APPLICABLE.
PANELBOARDS:
1. CURRENT CARRYING BUSES SHALL BE COPPER. GROUND BUS BARS SHALL BE COPPER.
2. ALL CIRCUIT BREAKERS SHALL BE BOLT ON. PLUG-IN BREAKERS ARE NOT ACCEPTABLE.
3. CIRCUIT BREAKERS USED AS SWITCHES IN FLUORESCENT OR HID LIGHTING CIRCUITS SHALL
BE LISTED AND MARKED "SWD”
4. ALL CIRCUIT BREAKERS FEEDING MECHANICAL EQUIPMENT SHALL BE HACR TYPE.
5. A.lLC. RATINGS SHALL BE AS INDICATED ON PANELBOARD SCHEDULES.
6. ALL PANELBOARDS SHALL BE FURNISHED WITH PLASTIC LAMINATE NAMEPLATES WITH 1/4"
ENGRAVED LETTERING FOR PANEL IDENTIFICATION.
7. ALL PANELBOARDS SHALL BE PROVIDED WITH TYPE—WRITTEN DIRECTORY OF BRANCH CIRCUIT
DESIGNATIONS.

G. DISCONNECT SWITCHES SHALL BE H.P. RATED, HEAVY DUTY, QUICK-MAKE, QUICK—BREAK. ENCLOSURES
SHALL BE NEMA-1 FOR INDOOR LOCATIONS, NEMA 3R FOR OUTDOOR LOCATIONSOR AS OTHERWISE NOTED.
H. MOTOR STARTERS SHALL BE MANUAL OR MAGNETIC AS INDICATED ON THE ELECTRICAL DRAWINGS, WITH
OVERLOAD RELAYS IN EACH PHASE.
WIRING DEVICES (GENERAL PURPOSE RECEPTACLES AND WALL SWITCHES) COLOR SHALL BE COORDINATED
WITH CLIENT.

PART 3 — EXECUTION
A. COLOR CODING OF CONDUCTORS SHALL BE AS FOLLOWS:
1. 208/120 VOLTS, 3 PHASE, 4—WIRE SYSTEM: UNGROUNDED CONDUCTORS: 1 BLACK, 1 RED AND 1
BLUE. GROUNDED (NEUTRAL) CONDUCTOR; WHITE. GROUNDING CONDUCTORS SHALL BE GREEN.
2. 480/277 VOLT, 3—PHASE, 4—WIRE SYSTEM: UNGROUNDED CONDUCTORS: 1 BROWN, 1 YELLOW, AND
1 PURPLE. GROUNDED (NEUTRAL) CONDUCTORS; GREY. GROUNDING CONDUCTORS SHALL BE GREEN.
3. BRANCH CIRCUIT WIRING (#6 AND SMALLER) SHALL BE COLOR CODED BY CONTINUOUS INSULATION
COLOR AND FEEDERS AND SERVICES (#4 AND LARGER) SHALL BE CODED AT ALL JUNCTION OR
PULL POINTS (EXCEPT LB'S OR LBD’S) USING COLOR MARKERS OR PLASTIC TAPE MANUFACTURED
l. FOR THE PURPOSE.
B. WRING METHODS
1. ALL CONDUCTORS SHALL BE INSTALLED IN ELECTRICAL METALLIC TUBING (EMT) UNLESS
OTHERWISE NOTED, SPECIFIED OR AS SPECIFICALLY PROHIBITED BY THE AUTHORITY HAVING
JURISDICTION. ALL FITTINGS AND COUPLINGS FOR EMT CONDUIT SHALL BE ALL STEEL
RAIN TIGHT COMPRESSION TYPE OR ALL STEEL CONCRETE TIGHT SET SCREW TYPE.
2. SCHEDULE 40 PVC CONDUIT, WITH FITTINGS AND COUPLINGS APPROPRIATE FOR THE USE, SHALL
BE INSTALLED UNDERGROUND OR BELOW SLABS ON GRADE.
3. TYPE MC CABLE WITH ALUMINUM ARMOR AND INTERNAL GROUND IS ACCEPTABLE FOR
USE AS GENERAL BRANCH CIRCUIT WIRING FOR CIRCUITS 20 AMPERES OR LESS AND CONCEALED
IN WALLS OR ABOVE SUSPENDED CEILING AND AS APPROVED BY THE AUTHORITY HAVING
JURISDICTION.

C. ELECTRICAL SYSTEM SHALL BE COMPLETE AND EFFECTIVELY GROUNDED AS REQUIRED BY THE LATEST
EDITION OF THE N.E.C. AND LOCAL CODES.

D. ALL WORK SHALL BE PERFORMED BY A LICENSED ELECTRICAL CONTRACTOR IN A FIRST CLASS
WORKMANLIKE MANNER. THE COMPLETED SYSTEM SHALL BE FULLY OPERATIVE AND ACCEPTED BY
ENGINEER /ARCHITECT.

E. ALL WORK SHALL BE COORDINATED WITH OTHER TRADES TO AVOID INTERFERENCE WITH THE PROGRESS
OF CONSTRUCTION.

F. THE ELECTRICAL INSTALLATION SHALL MEET ALL STANDARD REQUIREMENTS OF POWER AND TELEPHONE
COMPANIES, AND SHALL BE FULLY COORDINATED WITH THEM PRIOR TO COMMENCEMENT OF WORK.

G. PROVIDE AND INSTALL CONDUIT, CONDUCTORS, PULL WIRES, BOXES, COVER PLATES, AND WIRING

H

o ®

nmo

DEVICES, FOR ALL OUTLETS AS INDICATED.
MATERIALS, PRODUCTS, AND EQUIPMENT, INCLUDING ALL COMPONENTS THEREOF, SHALL BE NEW
AND SUCH AS APPEAR ON THE UL LIST OF APPROVED ITEMS AND SHALL MEET OR EXCEED THE
REQUIREMENTS OF NEC, NEMA, AND IECE.
CONTRACTOR SHALL SUBMIT AT LEAST FIVE (5) SETS OF SHOP DRAWINGS OR CUT SHEETS OF LIGHTING
FIXTURES, SWITCHES, AND OTHER ELECTRICAL ITEMS FOR APPROVAL BY ENGINEER/ARCHITECT.
CONTRACTOR SHALL BE RESPONSIBLE FOR ALL CUTTING AND PATCHING REQUIRED OF HIS WORK.
K. ALL LAY=IN LIGHTING FIXTURES SHALL BE SECURED TO THE SUSPENDED CEILING GRID AT EACH CORNER.
L. CONTRACTOR SHALL COORDINATE WITH MECHANICAL DRAWINGS AND PROVIDE ALL NECESSARY CONTROL
WIRING.
M. ALL ELECTRICAL POWER WIRING FOR THE HVAC SYSTEM INCLUDING WIRING THRU LINE VOLTAGE CONTROL
DEVICES SHALL BE THE RESPONSIBILITY OF THE ELECTRICAL CONTRACTOR.

N. THE CONTRACTOR SHALL CONFIRM WITH THE ELECTRICAL UTILITY COMPANY ANY AND ALL REQUIREMENTS
SUCH AS: METERING EQUIPMENT REQUIREMENTS AND METERING EQUIPMENT LOCATION, TRANSFORMER
SIZE AND LOCATION OR SERVICE POINT, CONDUIT ENTRY AND LUG SIZE RESTRICTIONS. THE CONTRACTOR
SHALL SCHEDULE ALL REQUIRED DOWN TIME FOR THE OWNERS CONFIRMATION.
ANY CONFLICTS AND DESCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER BEFORE

0. PROCEEDING WITH ANY WORK.
PER NEC 210.8(B)(2) ALL 15— AND 20—AMPERE, 125—VOLT RECEPTACLES IN NONDWELLING—TYPE KITCHENS
TO BE GFCI PROTECTED.

P.BRANCH CIRCUIT CONDUCTORS SHALL BE SIZED FOR A MAXIMUM VOLTAGE DROP OF 3% DESIGN LOAD. FBC 2023
FBC ENERGY CONSERVATION SECTION 405.7.3.

Q. FEEDER CONDUCTORS SHALL BE SIZED FOR A MAXIMUM OF 2% VOLTAGE DROP PER 405.7.3.
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ELECTRICAL LEGEND ELECTRICAL SPECIFICATIONS
TYPE| MANUFACTURER CATALOG NUMBER DESCRIPTION VOLTS |MOUNTING REMARKS
Type Total Wattage
MEM|  FCLGHTNG FCC800-10HAM-UNVAK-CRE3-5OL-EINSH-T2-EMONV) LED WALL TAMPER PROOF MOUNTED CYLINDER W/ EMERGENCY LeDMK sow UNV | PENDANT | GONNECTED TOA REMOTE NVERTER FOR Vi &%’Sﬁ?of f\)lfrT#ETT omggu“;’s/ng”L&%N%E'TOL?IEI?TBELJ?« L?:%; %RT%réRvVvﬂASLEL S;Tégow CEILING. PART 1 — GENERAL
EMERGENCY 18” A.F.F. .
c HE WILLIAMS 6DR-TL-L10-840-DIM-UNV/O-W-OF-CS-MWT/N-F1 6" LED DOWN LIGHT LED/4K ow UNV |RECESSED A. THE CONTRACTOR SHALL SUPPLY AND INSTALL ALL NEW ELECTRICAL WORK INDICATED.
DATA OUTLET WITH 3/4” CONDUIT STUBBED OUT FROM WALL 6" ABOVE CEILING. CONSTRUCTION SHALL BE IN ACCORDANCE WITH DRAWINGS AND APPLICABLE SPECIFICATIONS.
D BEGHELLI BS100LED-4-HT-HO-WT40-120-277V 4 LED VAPOR PROOF VANDAL LED/4K 70w UNV | SURFACE v MOUNT 18” A.F.F. TO CENTER LINE OF OUTLET UNLESS OTHERWISE NOTED. IF A PROBLEM IS ENCOUNTERED IN COMPLYING WITH THIS REQUIREMENT, CONTRACTOR SHALL NOTIFY
DEM BEGHELLI BS100LED-4-SA-HO-WT40-120-277V 4 LED VAPOR PROOF VANDAL W/ EMERGENCY LED/4K 70w UNV | SURFACE THE ARCHITECT/ENGINEER AS SOON AS POSSIBLE AFTER DISCOVERY OF THE PROBLEM AND
i~ 2 TELEPHONE /DATA OUTLET WITH 3/4” CONDUIT STUBBED OUT FROM WALL 6” ABOVE CEILING. SHALL NOT PROCEED WITH THAT PORTION OF THE WORK UNTIL ARCHITECT/ENGINEER HAS DIRECTED
D1 BEGHELLI BS100LED-X-4-HT-HO-ANT40-120-277V 4 LED HIGH OUTPUT VAPOR PROOF VANDAL LED/4K 100w UNV | SURFACE MOUNTED ABOVE COUNTER, SEE ARCHITECTURAL DRAWING FOR SPECIFIC REQUIREMENTS. CORRECTIVE ACTION TO BE TAKEN.
B. THE CONTRACTOR SHALL VISIT THE JOB SITE PRIOR TO BID AND FAMILIARIZE HIMSELF WITH ALL
FEM BEGHELLI BS100LED-2-SA-HO-WT40-120-277V 4 LED VAPOR PROOF VANDAL W/ EMERGENCY LED/4K 70w UNV | SURFACE \4 TELEPHONE /DATA OUTLET WITH 3/4” CONDUIT STUBBED OUT FROM WALL 6" ABOVE CEILING. CONDITIONS AFFECTING ELECTRICAL AND COMMUNICATIONS INSTALLATION AND MAKE PROVISIONS AS TO
G INSIGHT ME-LO-40K-4040-SM-LENGTH-UNV-DIM-FINISH-LV-CRF LINEAR WET LISTED LED/4K 3.5WILF UNV | SURFACE CONTR TO CONFIRM MOUNTING PER PLANS MOUNT 18 A‘F‘F‘ TO CENTER LlNE OF OUTLET UNLESS OTHERWISE NOTED‘ C. I\TE @%gl LHHEARLEOE'E PERFORMED IN ACCORDANCE WlTH THE |).ATEST ED'T'ON OF THE NATIONAL ELECTR'C
-RG3-MB-6-ST-RLG- FINISH- TELEPHONE/DATA OUTLET WITH 3/4” CONDUIT RUN TO THE NEAREST STUD WALL AND CODE (AS ADOPTED BY THE AUTHORITY HAVING JURISDICTION) AND ALL CODES AND ORDINANCES OF THE
H BDL 2001-RG3-MB-6-ST-RLG-LE D/3K-FINISH-LENGTH LED MIRROR LIGHT LED/4K 14WILF 120V | WALL CONTR TO CONFIRM LENGTHS PER PLANS @ STUBBED 061_ FROM WALL 6 ABC{VE CEILING. PROVIDE BRASS COVER PLATE AND AUTHORITY HAVING JURISDIGTION. THE SPECIFICATION. CODES AND STANDARDS LISTED BELOW ARE
K BK K2-LED-x48-FL-FINISH-12-11-45/PCIIFD42-FINISH-MT LED ACCENT LIGHT LED/K 45w UNV | SURFACE | CONTR TO CONFIRM MOUNTING PER PLANS CARPET FLANGE. UTILIZED IN THIS PROJECT.
wi HE WILLIAMS VWPV-L30-740-T3-FINISH-S DGL-EM/4W-DIM-UNV LED WALL PACK W/ TEMPERED GLASS & BATTERY LED/4K 36w UNV | waLL REQUIRES REMOTE BATTERY _@_ TELEVISION RECESSED OUTLET. LEGRAND "TVIWMTVSSWCC2". 12 28;?":__%'& Esl-AEI?g$¢C¢|E) Eﬁ)__EE ('S'\I_!E:‘A;g%)
MOUNT AT 18" A.F.F. TO CENTER LINE OF OUTLET UNLESS OTHERWISE NOTED. . —
EM BEGHELLI TA-LED-SA-UNV LED EMERGENCY UNIT LED 36W UNV | SURFACE 3. STANDARD FOR THE INSTALLATION, MAINTENANCE AND USE OF LOCAL PROTECTIVE SIGNALING
CP 20 AMP SINGLE RECEPTACLE (NEMA 5-20R) MOUNTED AT 18" A.F.F. TO CENTER LINE OF SYSTEMS (NFPA-72)
EX BEGHELLI FTZ-SA-LRILG-U-U-PK LED VANDAL EXIT LED 3w UNV | PENDANT | CONTR TO CONFIRM MOUNTING PER PLANS OUTLET UNLESS NOTED OTHERWISE. 4. UNDERWRITERS’ LABORATORIES (UL) CONSULTANT
5. NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA :
q:P 20 AMP DUPLEX RECEPTACLE (NEMA 5—20R) MOUNTED AT 18" A.F.F. TO CENTER LINE OF 6. AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI) ( ) ADDENDUM #1
OUTLET UNLESS NOTED OTHERWISE. 7. FEDERAL SPECIFICATION (FED. SPEC.) 10—-8-24
TN SOMEDULE NoTES: 3@: 20 AMP QUADRUPLEX RECEPTACLE (NEMA 5-20R) MOUNTED AT 18" A.F.F. TO CENTER LINE 8. INSULATED POWER CABLE ENGINEERS ASSOCIATION (IPCEA)
i OF OUTLET UNLESS NOTED OTHERWISE. 9. FLORIDA BUILDING CODE. FBC 2023 EDITION
1. CONTACT SESCO LIGHTING (PATTY ROSSIELLO) @ 561-632-4192 OR prossiello@sescolighting.com q:PGFl 10. INSTITUTE OF ELECTRICAL AND ELECTRONIC ENGINEERS (|EEE)

3501 SW 56th Avenue West Park, Florida
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UTILITY COMPANY

CONTRACTOR SHALL
INSURE MINIMUM OF 36"
WORKING CLEARANCE
FROM THE FRONT OF ALL
INSTALLED EQUIPMENT.

BACK SIDE OF PEDESTAL
(TRANSFORMER SIDE)

FRONT SIDE OF PEDESTAL
(LIFT STATION SIDE)

120/208 VOLT, 3¢ —
TRANSFORMER METER
COORDINATE EXACT NEMA 4X CONTROL PANEL
LOCATION IN FIELD o —ao4-p
NEMA 4X NEMA 4X
60A
FUSES
7—/ 7 Y —4—141/2" SEAL OFF W/
- - . -4 4 2 ”» ”»
AN / | N—14x24"X 6 DEEP X 8
SEE FPL DRAWINGS "
. FOR PRIMARY DESIGN @_/ g EEEHHB\% Ev}: c / /
3#6 & 1#10G THHN
IN 1” PVC SCHED.
80 C.
1#10—/6>
\—; TO PUMP
A \
// o \ s TO PUMP
S
/s‘ ¢ | s TO LEVEL CONTROLS
=
/
N4
KEY NOTES
=

LIFT STATION ELECTRICAL RISER DIAGRAM

N.T.S.

@

10 FT. LONG x 3/4" DIAMETER COPPER CLAD DRIVEN
GROUND ELECTRODE. (TYPICAL)

@ ALL COPPER ALLOY GROUND CONNECTORS. (TYPICAL)

CONTRACTOR TO CONFIRM FINAL FEEDER SIZE BASED ON
EXACT LOCATION OF FPL TRANSFORMER.
SIZED PER NEC ARTICLE 310 — CONDUCTORS FOR WIRING
AND TABLE 250-94 SERVICE CONDUCTORS AND 250-95
MINIMUM SIZE GROUNDING CONDUCTORS.

\ /

VAR, . AR

= 6ONATROL PANEL (SEE CIVIL SHEET C5.6)

443/0 & 1426 — 2-1/2"

—

< CONTRACTOR TO PROVIDE
MINIMUM LENGTH REQUIRED

400 AMP SQUARE D TYPE "QO"” PANEL
OR APPROVED EQUIVALENT.
BOTH THE MAIN BREAKER PANEL AND
TIMECLOCK ARE TO BE LOCKABLE

BOXES, PROVIDE PHOTOCELL OVERRIDE.

CONDUIT
—— GONDUIT
s 1 ¢AP / CAP
RSN RSN | H P{ég{,EL 1 e
UTILITY COMPANY s s
120/208 VOLT, 3¢ H H VETER R T~ 3’ STAINLESS
TRANSFORMER | 1 400A | STEEL POST
MCB
COORDINATE EXACT 200A 200A .
LOCATION IN FIELD | NEMA 4X 6 -6
@ FIXTURES AND
STAINLESS ! J SIGN LIGHT
STEEL CHANNEL N
UNISTRUT
. Y
E Z‘4 L WEE Y SUPPORTS
1426
CONCRETE—s} [, \ < LCONCRETE
4’_077 . ) 4’_077

2 SETS — 4-4/0 & 1#1/0G — 3"
— /0 & 141/

2

o</

GROUNDING TO BE CADWELD

ELECTRICAL RISER DIAGRAM

KEY NOTE

COORDINATE EXACT LOCATION
WITH FPL PRIOR TO
CONSTRLUCTION. SEE SITE

PLAN E1.4 FOR REFERENCE.

MAIN: 60 AMP MAIN LUGS-ONLY VOLTAGE:  208/120V. 2%, 4 WIRE
SPEC: SQUARE D OR APPROVED EQUIVALENT
MOUNTING:  SURFACE AIC SYMM: 22,000
DESCRIPTION WIRE | GND. |COND.| TRIP |ckT.| A i'\jﬁSE B i'\*/QSE C ECAASE CKT| TRIP | COND.| GND. | WIRE DESCRIPTION

SERVICE RECEPTACLE H2 | #12 [1/2° ] 20 | 1 | 08] 1.2 2 | 25-71/2" [ 1#10 | 2#12 | PUMP—1
SPARE - - — [ 20 | 3 — 1.0 4| 7
SPARE - - — [ 20 [ 5 — 12| 6| 257]1/2° | 1#10 | 2#12 | PUMP—2
SPARE - - — [ 20 [ 7] = [12] —— 8 | 2
SPARE - - — [ 20 | 9 — T - —— [10] 20 | - - — [ SPARE
SPARE - - — [ 20 [11] —— | —— | =] = [12| 20 | = - — [ SPARE
SPARE - - — [ 20 [13] = | = | —— | —— [14| 20 | = - — [ SPARE
SPARE - - — [ 20 [15] — | =] = | —— |16 20 | = - — [ SPARE
SPARE - - — [ 20 [17] —— | —— | =] - |18 20 | = - — [ SPARE
SPARE - - — [ 20 [19] =] - | —— | —— [20| 20 | = - — [ SPARE
SPARE - - — [ 20 [21] —— | = = | —— | 22| 20 | = - — [ SPARE
SPARE - - — [ 20 23] —— — T = [24] 20 | - - — [ SPARE

32 1.2 1.2 |KVA PER PHASE

26.7 10.0 10.0 _|AMPS PER PHASE

5.6 TOTAL KVA

SCHEDULE OF BRANCH CIRCUIT PANEL 'S’

S N/

*¥* = COORDINATE FINAL LOCATION IN FIELD

MAIN: 400 AMP / 3 POLE MAIN CIRCUIT BREAKER VOLTAGE: _ 208/120V, 38, 4 WIRE
SPEC: SQUARE D TYPE "NQ” OR APPROVED EQUIVALENT
MOUNTING:  SURFACE AIC SYMM: 22,000
DESCRIPTION WIRE | GND. |COND.| TRIP |cKT.| A E'J/’:SE B ECQSE C ECQSE CKT.,| TRIP | COND.| GND. | WIRE DESCRIPTION
RECEPTACLES #H2 | #12 |1/27| 20 | 1 | 0.8] 0.8 2 | 20 | 1/2" | #12 | #12 | RECEPTACLES
RECEPTACLES #2 | #12 [1/27 ] 20 | 3| —— | 08] 13| —— | 4| 20 |1/2° | #12 | #12 | SITE LIGHTING
INSTAHOT 2#8 | 1410 | 3/4” 40 | 5 23] 07| 6| 20 |1/2° | #12 | #2 | SITE LIGHTING
>NJ7 23] 1.0 ——— [ 8| 20 |1/27 | #12 | #12 | SPARE
STAGE PERIMETER LIGHTING H2 | #12 [ 1/27| 20 | 9 1.0] 0.8 10| 20 [ 1/2° | #12 | #12 | STAGE RECEPTACLES
STAGE RECEPTACLES H2 | #2 [1/27| 20 | 11 0.8] 9.6] 12| 100/7i—1/47 148 | 3#3 | BAND POWER
PUMP CONTROLLER #H2 | #12 [1/27 ~20 |13 | 0.4] 9.6 14
15 0.4] 96 1613
PUMP CONTROLLER H2 | M2 | 1/27 [~20 |17 0.4] 1.3| 18| 20,/ 1/2° | 1#12 | 3#12 | 3 HP IRRICATION PUMP **
>NJ19 04 1.3 20
5 HP IRRIGATION PUMP ** 30 | 1410 | 3/4° [\35 | 21 211 1.3 22 /3
23 21] 9.6 24 100 N1—-1/4"] 148 | 3#3 | BAND POWER
3N\{25 | 21 96| —— 26
INSTAHOT 248 | 1410 | 3/4” 40 | 27 23] 96 2813
29 —— [ 2.3][(1.2) 30| 2071 1/2" [ 1#2 | 2#12 | CU-1
AHU—T1 2#8 | 1410 | 3/4 [~35 | 31| 3.2](1.9)] —— 32| %
]33 32] 08| —— | 34| 20 | 1/2° | #12 | #12 | STAGE LIGHTING
STAGE LIGHTING H2 | M2 | 1/27 | 20 | 35 ——— | 0B8] 08| 36| 20 |1/27 | #12 | #12 | STAGE LIGHTING
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S
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SEMI-RECESSED FIRE EXTINGUISHER CABINETS (SEE LIFE
SAFETY PLAN FOR LOCATIONS) SHALL BE LARSEN
ARCHITECTURAL SERIES #2409-R3 STAINLESS STEEL SEMI-
RECESSED W/ SQUARE EDGES AND DUO ACRYLIC DOOR,
WITH MP5 UL RATED 2A-10B:C FIRE EXTINGUISHERS. THIS
CABINET MUST BE MOUNTED WITH ITS LEADING EDGE OR
BELOW 27" A.F.F., TO COMPLY WITH ADA PROJECTION
GUIDELINES F.B.C.

FULL-RECESSED FIRE RATED CABINETS (SEE LIFE SAFETY
PLAN FOR LOCATIONS) SHALL BE LARSEN ARCHITECTURAL
SERIES #2409-R1 STAINLESS STEEL RECESSED W/ SQUARE
EDGES AND DUO ACRYLIC DOOR, WITH MP5 UL RATED
2A-10B:C FIRE EXTINGUISHERS. THIS CABINET MUST BE
MOUNTED WITH ITS LEADING EDGE OR BELOW 27" A.F.F., TO
COMPLY WITH ADA PROJECTION GUIDELINES F.B.C.

SURFACE MOUNTED FIRE EXTINGUISHER CABINETS (SEE LIFE
SAFETY PLAN FOR LOCATIONS) SHALL BE "LARSEN
ARCHITECTURAL SERIES #2409-SM, STAINLESS STEEL SURFACE
MOUNTED" W/ SQUARE EDGES AND DUO ACRYLIC DOOR WITH
DIE CAST LETTERING IN RED, WITH MP5 UL RATED 2A-10B:C FIRE
EXTINGUISHERS. INSTALL CABINETS WITH HANDLES NO MORE
THAN 48" A.F.F.

FEC-SM

NOTE:
CONTRACTOR TO PROVIDE SHOP DRAWING SUBMITTAL OF
CABINETS AND EXTINGUISHER PRIOR TO ORDERING.

Life-Safety Plan
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2 |Addendum #1 10/8/2024

BUILDING CODE INFORMATION PROPERTY ADDRESS: 3501 SW 56th AVE
WEST PARK, FLORIDA
GOVERNING CODE: FLORIDA BUILDING CODE 8th EDITION (2023) - BUILDING
FLORIDA BUILDING CODE 8th EDITION (2023) - EXISTING BUILDING DESCRIPTION OF WORK: OUTDOOR AMPHITHEATER W/ DRESSING
FLORIDA FIRE PREVENTION CODE 2023, 8th EDITION ROOMS
FLORIDA ACCESSIBILITY CODE 2023, 8TH EDITION CLASSIFICATION OF WORK: NEW CONSTRUCTION
* PER FLORIDA BUILDING CODE 7th EDITION (2020)-
PER 8th EDITION FBC PER 8th EDITION FFPC BUILDING
USE AND CLASSIFICATION A - ASSEMBLY A-5 ASSEMBLY
(FBC-B CHAPTER 3): (AMPHITHEATER) OCCUPANT LOAD (CHAPTER 10):
(PER FBC TABLE 1004.5) (PER FFPC TABLE 14.8.1.2)
STAGE & PLATFORM: 15 SF/PERSON ASSEMBLY (UNCONCENTRATED): 15 SF/ PERSON
LOCKER ROOM: 50 SF/PERSON STAGES: 15SF/PERSON
STANDING SPACE: 15 SF/PERSON
WALLS & CEILINGS (MIN. INTERIOR EXIT ENCLOSURES AND N [0 UNDER ROOF
FINISH) A [GLASS'B" | Orens o URES AND PASSAGEWAYS - AORE OCCUPANCY TOTAL OCCUPANCY | TOTAL OCCUPANCY
ROOMS & ENCLOSED SPACES - CLASS "C" AREA (FBC/FFPC) (PER FBC) (PER FFPC)
FLOORING (MIN. INTERIOR FINISH) EXIT ENCLOSURES AND STAGE & PLATFORM A-5 ASSEMBLY 1,590 SF/15 = 106 2,215 SF/15 = 148
(P;g%SR:TgOEKVSAYS : 8:://:22 “ (E))_FI}:I"EI;I\ISCLOSURES AND PASSAGEWAYS - IEI:(ISI'T'SR’SE”
ROOMS & ENCLOSED SPACES - CLASS Il ’ a LOCKER ROOMS A-5 ASSEMBLY 625 SF/50 = 13
STANDING SPACE ] _ _
TYPE II-B UNCONCENTRATED | -0 ASSEMBLY 4,237 SF/15 = 402 4,237 SF/15 = 402

CONSTRUCTION TYPE (FBC-B CHAPTER 6):

CONSTRUCTION:

CMU, CONCRETE STRUCTURE, STEEL ROOF STRUCTURE.

402 OCC.

431 OCC.

CONSULTANT:

BUILDING HEIGHT & AREA LIMITATIONS (FBC-B TABLE 504.3a & 504.4):

MAXIMUM TRAVEL DISTANCE TO FIRE
EXTINGUISHERS REQUIRED (NFPA 10):

75|_0|l

MAX. # OF STORIES PERMITTED: A: UNLIMITED
MAX. # OF STORIES PROVIDED: 1 STORY
MAX. HEIGHT PERMITTED: A: 55-0"

MAX. HEIGHT PROVIDED:

24'-0" (ROOF H.P.)

MAXIMUM TRAVEL DISTANCE TO FIRE

EXTINGUISHERS PROVIDED:

LESS THAN 75'-0"

NUMBER OF FIRE EXTINGUISHERS PROVIDED

1

MAX. AREA PERMITTED (PER FLOOR): UNLIMITED

MAX. AREA PROVIDED (PER FLOOR):

1,865 SF (UNDER ROOF)

TYPE OF FIRE EXTINGUISHERS PROVIDED:

MP5 UL RATING 2A-10B:C (TYPICAL)

FIRE RESISTANCE RATINGS (FBC-B TABLE 601)

EGRESS:
BUILDING ELEMENT TYPE Il B
PER 8th EDITION FBC PER 8th EDITION FFPC | STRUCTURAL FRANE 0
BEARING WALLS
(TABLE 1017.2): ASSEMBLY(TABLE 12.2.6.1) -
MAX.TRAVEL DISTANCE PERMITTED 200FT EXTERIOR 0
A - 200FT INTERIOR 0
NON BEARING- EXTERIOR 0
MAX. TRAVEL DISTANCE PROVIDED: 780" NON-BEARING INTERIOR WALLS & PARTITIONS 0
FLOOR CONSTRUCTION 0
COMMON PATH OF EGRESS TRAVEL (TABLE 1006.3.3(2)) ASSEMBLY (TABLE 12.2.5.1.2)- | ROOF CONSTRUCTION 0
PERMITTED 75FT FIRE SPRINKLERS N/A

A-75-0"

COMMON PATH OF EGRESS TRAVEL PROVIDED

LESS THAN 75'

MIN. STAIR WIDTH REQUIRED

(TABLE 1009.1) - 44" (TABLE 7.2.2.2.1.2(B)) - 44"

HIGH-VELOCITY HURRICANE ZONES FIRE CLASSIFICATION SECTION FBC-B 1516 "CLASS B"
ROOF ASSEMBLIES AND ROOF COVERINGS REQUIRED TO BE LISTED BY THIS SECTION
SHALL BE TESTED IN ACCORDANCE WITH ASTM E108 OR UL790. IN ADDITION, FIRE
RETARDANT TREATED WOOD ROOF COVERINGS SHALL BE TESTED IN ACCORDANCE WITH

ASTM D2898.

(PER FBC TABLE 1005.3.2):

TOTAL EGRESS WIDTH REQUIRED

TOTAL EGRESS WIDTH PROVIDED

147 OCCUPANTS x 0.2
= 29.4" (PER FFPC)

119 OCCUPANTS x 0.2
=23.8" (PER FBC)

128 IN PROVIDED

(4) SINGLE DOORS @ 32" 128 IN PROVIDED

-(4) SINGLE DOORS @ 32"

CLASSIFICATION OF HAZARD OF CONTENTS

(NFPA 101 SECTION 26.1.5)

ORDINARY HAZARD
CONTENTS

PLUMBING FIXTURE CALCULATIONS: PER FBC-PLUMBING 8th ED. (2023) TABLE 403.1

OCCUPANT LOAD:

ASSEMBLY: 402 OCC

MINIMUM CLEAR OPENING REQUIRED (TABLE 1010.1.1) - 32" (TABLE 7.2.1.2.4) - 32" 201 = MALE we LAV
201 = FEMALE Eg&‘\ﬁxﬁ
W M W M 1 PER 500
EXITS REQUIRED  (TABLES 1015.1, 1021, 1021.2) MORE THAN 2 (1PER6S) | (1PER125) | (1PER200) | (1PER200) |  (bEmaton
EXITS PROVIDED: 4
REQUIRED 3 1,60 1.01 1.01 0.80
PROVIDED | >/=3* | >=2¢ | >=2¢ | >3=2* >/= 1%

W=WOMEN M =MEN

*NOTE: REQUIRED WATER CLOSET, LAVATORY AND DRINKING FOUNTAINS WILL BE PROVIDED
BY EXISTING FACILITIES, TEMPORARY PORTABLE UNITS DURING EVENTS, AND/OR FUTURE
RESTROOM BUILDING UNDER SEPARATE PERMIT.

NOTE: PLUMBING FIXTURE CALCULATIONS ARE BASED ON HALF THE

OCCUPANT LOAD PER FBC-B 8th ED. (2023) SEC. 403.1.1

NIKOLAS P. MARCHAN,
REGISTERED ARCHITECT NO.
101074
STATE OF FLORIDA

3501 SW 56th Avenue West Park, Florida

City of West Park - Amphitheater

CPZ ARCHITECTS, INC.

4316 WEST BROWARD BOULEVARD

PLANTATION, FLORIDA 33317
AA#26000685 WWW.CPZARCHITECTS.COM

PHONE: (954) 792-8525 FAX:(954) 337-0359
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Life-Safety Plan
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