ADDENDUM NO. 1

TO
RFP for Mary Saunders Park Athletic Field Improvements — Phase 2

TO ALL RESPONDENTS:

The following information is issued to add to, modify and/or clarify the Request for
Proposals from RFQ#26-0526 Shortlisted Firms:

1. Pursuant to requests for a survey or a CAD file, that the preliminary design was based off, all
available files will be transmitted via email to ALL shortlisted firms on or before July 24, 2026
for reference and conceptual purposes only. This Boundary Survey was used during the original
design for Phase 1 and may not contain any subsequent or recent site improvements and
modifications. Any additional information deemed necessary during future design phase(s) of this
project should be accounted for in the price proposals.

2. Pursuant to a request for the Geotechnical Report referenced in Section 5.E of the RFP, attached
please find excerpts from the report prepared by Absolute Civil Engineering Solutions, LLC
pertaining to the segment of SW 48" Avenue closest to Mary Saunders Park. Results from a
separate soil boring on park property by Arehna Engineering, Inc. was previously provided at the
end of the original Request for Qualifications (RFQ #26-0526) document. Again, these are
provided for reference purposes only. Any additional information deemed necessary during future
design phase(s) of this project should be accounted for in the price proposals.

3. To assist with estimating the minimum irrigation requirements for the entire field/park area, please
note that the city is currently using a 15-HP Heavy Duty Commercial Pump (Well system).

All else remains the same. This document must be signed and returned as part of your RFP response.
Failure to return this document signed may result in your RFP Response being rejected as non-responsive.
Name of Proposer:
Name of Individual Authorized to Sign:
Title:

Signature:
Date:




Absolute Civil Engineering Solutions, LLC

ENGINEERING TESTING-ENGINEERING INSPECTION SERVICES-GEOTECHNICAL-ENVIRONMENTAL
4121 SW 47th Ave, Suite 1319, Davie, FL, 33314 / Phone: 954-349-8797 / Fax: B66-283-9007

SPT SOIL BORING REPORT

CLIENT: Craven Thompson & Associates, Inc. (CTA) Page: 10f1
CLIENT ADDRESS: 3536 NW 53rd Street, Fort Lauderdale, FL 33309 Report #: 1
PROJECT: SW 48th Ave Complete Street Imporvement Boring #: B-7
PROJECT ADDRESS: |SW 48th Ave Between 18th & 41st Street, West Park, Florida Date: 4/15/22
BORING LOCATION: |As Shown On Site Boring Location Map Driller: MP
DEPTH Sample | Hammer blows on "N"
(FEET) DESCRIPTION OF MATERIALS No. sampler Value
0'-0" to 0'-2" Asphalt
1 |0-2"to 1'-6" Backfill Lime Sand with Coral Rocks 28 13 23
2 116"t 3-8" Gray Sand with Some Rocks g L =
3 8 7 16
4 2'-4' 9 6
5 : 8 10 19
6 3'-8" to 8'-0" Tan Medium Sand with Rocks 46 9 1
7 10 9 21
8 -8' 12 11
End of Boring at 8 ft

WATER TABLE: 7"-8" below surface as of: 4/15/2022
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Absolute Civil Engineering Solutions, LLC

ENGINEERING TESTING-ENGINEERING INSPECTION SERVICES-GEOTECHNICAL-ENVIRONMENTAL
4121 SW 47th Ave, Suite 1319, Davie, FL, 33314 / Phone: 954-349-8797 / Fax: B66-283-9007

SPT SOIL BORING REPORT

CLIENT: Craven Thompson & Associates, Inc. (CTA) Page: 10f1
CLIENT ADDRESS: 3536 NW 53rd Street, Fort Lauderdale, FL 33309 Report #: 1
PROJECT: SW 48th Ave Complete Street Imporvement Boring #: B-7
PROJECT ADDRESS: |SW 48th Ave Between 18th & 41st Street, West Park, Florida Date: 4/15/22
BORING LOCATION: |As Shown On Site Boring Location Map Driller: MP
DEPTH Sample | Hammer blows on "N"
(FEET) DESCRIPTION OF MATERIALS No. sampler Value
0'-0" to 0'-2" Asphalt
1 |0-2"to 1'-6" Backfill Lime Sand with Coral Rocks 28 13 23
2 116"t 3-8" Gray Sand with Some Rocks g L =
3 8 7 16
4 2'-4' 9 6
5 : 8 10 19
6 3'-8" to 8'-0" Tan Medium Sand with Rocks 46 9 1
7 10 9 21
8 -8' 12 11
End of Boring at 8 ft

WATER TABLE: 7"-8" below surface as of: 4/15/2022
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Absolute Civil Engineering Solutions, LLC

ENGINEERING TESTING-ENGINEERING INSPECTION SERVICES-GEOTECHNICAL-ENVIRONMENTAL
4121 SW 47th Ave, Suite 1319, Davie, FL, 33314 / Phone: 954-349-8797 / Fax: 866-283-9007

USUAL OPEN HOLE CONSTANT HEAD PERCOLATION TEST

DATE: 4/15/2022
CLIENT: Craven Thompson & Associates, Inc. (CTA)
) 3563 NW 53rd Street, Fort Lauderdale, FL 33309
PROJECT LOCATION: SW 48th Ave b;tween 18th & 41st street,
West Park, Florida
TEST # P-7
LOCATION OF TEST: As Shown on Site Location Map
DIA. OF AUGER: 6 INCH. |DIA. OF PERFORATED CASING: | 6 INCH.
TOTAL TIME ELASPED TIME GALLONS PER MINUTE
(minutes) (minutes) (GPM)
1 1 11.00
2 1 11.00
3 1 10.00
4 1 10.00
5 1 9.00
6 1 9.00
7 1 8.00
8 1 8.00
9 1 7.00
10 1 7.00
DEPTH OF HOLE: 15FT PERCOLATION RATE: 7.00 G.P.M.
WATER TABLE BELOW GROUND SURFACE: 7.8 FT
K-VALUE: 1.13E-04 cfs/ft"2 per ft of head

Remark: The Stabilized Percolation Rate (7.00 G.P.M.) was maintained for more than 10 minutes.

SUBSURFACE INVESTIGATION

From 0'-0" to 0'-2" Topsoil
From 0'-2" to 2'-0" Backfill Brown Sand with Some Rocks
From 2'-0" to 3'-6" Light Brown Sand
From 3'-6" to 5'-6" Brown Sand with Some Rocks
From 5'-6" to 15'-0" Tan Medium Sand with Rocks
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Absolute Civil Engineering Solutions, LLC

ENGINEERING TESTING-ENGINEERING INSPECTION SERVICES-GEOTECHNICAL-ENVIRONMENTAL
4121 SW 47th Ave, Suite 1319, Davie, FL, 33314 / Phone: 954-349-8797 / Fax: 866-283-9007

USUAL OPEN HOLE CONSTANT HEAD PERCOLATION TEST

DATE: 4/15/2022
CLIENT: Craven Thompson & Associates, Inc. (CTA)
3563 NW 53rd Street, Fort Lauderdale, FL 33309
SW 48th Ave between 18th & 41st street,
PROJECT LOCATION: West Park, Florida
TEST # P-8
LOCATION OF TEST: As Shown on Site Location Map
DIA. OF AUGER: 6 INCH. [DIA. OF PERFORATED CASING: | 6 INCH.
TOTAL TIME ELASPED TIME GALLONS PER MINUTE
(minutes) (minutes) (GPM)

1 10.00

2 10.00

3 1 9.00

4 1 9.00

5 1 8.00

6 1 7.00

7 1 7.00

8 1 7.00

9 | 7.00

10 1 7.00
DEPTH OF HOLE: I15FT PERCOLATION RATE: 7.00 G.P.M.
WATER TABLE BELOW GROUND SURFACE: 7.6 FT
K-VALUE: 1.15E-04 cfs/ft"2 per ft of head

Remark: The Stabilized Percolation Rate (7.00 G.P.M.) was maintained for more than 10 minutes.

SUBSURFACE INVESTIGATION

From 0'-0" to 0'-2" Asphalt
From 0'-2" to 1'-8" Backfill Tan Lime Sand with Rocks
From 1'-8" to 3'-0" Tan Medium Sand with Some Rocks
From 3'-0" to 15'-0" Tan Medium Sand with Rocks
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